
COMPOSITE
PLATE WATERPROOF INSULATED

ANTITORSION
OUTSOLE ANTISLIP

OIL
ULTRA

LIGHTWEIGHT ANTISLIP

• Waterproof full grain leather upper with sealed seams.
• Composite puncture-resistant insole.
• Antitorsion polypropylene insole integrated into puncture-resistant 

insole.
• Breathable and quick drying Cosmo Comfort Lunar lining with 

antimicrobial treatment.
• Waterproof and breathable Sympatex membrane resistant to 

pathogens.
• 600 g Thinsulate insulation surrounding the foot.
• Removable Instant Comfort insole made of gel, PU and memory 

foam.
• Slip resisting outsole on wet ice, made of 4Grip 4Ice natural 

rubber.
• Padded tongue and collar for added comfort.
• Metal eyelets and speedlaces.

• 2 mm waterproof full grain leather upper with 1000D nylon.
• Breathable Taibrelle lining with antimicrobial treatment.
• Removable EVA insole.
• Dual density outsole made of rubber and comfortable lightweight 

EVA core; stitched to the toe to increase its durability.
• Gusseted tongue preventing dirt and debris to permeate.
• Padded tongue and collar for added comfort.
• Corrosion-resistant metal eyelets.
• Steel shank.
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ER     S29001-11
Size: 4-14 & 3½, 8½-10½ Height: 8” / 20 cm
(Women: 2 sizes smaller) Width: W
Colour: Black (11)

RAPTOR ICE CONSTRUCTION
STAINLESS
STEEL WET

QUARRY
TILE DRY

QUARRY
TILE WET

FROSTED
ICE

Test done by Satra on 

July 26, 2018
Test method for slip resistance:

EN ISO 13287: 2012 (Standard 0.30)0.780.81 1.241.14 0.600.56 0.410.32

10-4     S29049-11
Size: 4-15 & 4½-11½ Height: 8” / 20 cm
(Women: 2 sizes smaller) Width: M
Colour: Black (11)

10-4 CONSTRUCTION
STAINLESS
STEEL WET

QUARRY
TILE DRY

QUARRY
TILE WET

QUARRY TILE
OIL & WET

Test done by Satra on 

December 10, 2018
Test method for slip resistance:

EN ISO 13287: 2012 (Standard 0.30)0.440.54 1.251.15 0.770.71 0.340.31
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https://www.regence.ca/fr/
https://fr.stcfootwear.com/

