
COMPOSITE
PLATE OIL ANTISLIP

COMPOSITE
PLATE OIL WATERPROOF ANTISLIP

• Waterproof full grain leather upper with sealed seams.
• Protective steel toe cap and anti-puncture sole in 

lightweight, non-conductive composite.
• Breathable and abrasion resistant Cambrelle 

lining with antimicrobial treatment.
• Waterproof and breathable Sympatex membrane 

resistant to various pathogens.
• 200 g Thinsulate insulation surrounding the foot.
• Removable Instant Comfort insole made 

of gel, PU and memory foam.
• 90° heel angle.
• Dual density Vibram TC4+ outsole made of natural 

rubber and a comfortable PU core.
• Padded tongue and collar for added comfort.
• Polycarbonate shank.
• Corrosion-resistant metal eyelets.
• YKK Zip Kit (S22077-11) included with the boot.

• Waterproof full grain leather upper with H2O Seal sealed seams.
• YKK side zip.
• Protective steel toe cap and anti-puncture sole in 

lightweight, non-conductive composite.
• Breathable and abrasion resistant Cambrelle 

lining with antimicrobial treatment.
• 200 g Thinsulate insulation surrounding the foot.
• Removable Instant Comfort insole made 

of gel, PU and memory foam.
• 90° heel angle.
• Dual density Vibram TC4+ outsole made of natural 

rubber and a comfortable PU core.
• Padded tongue allowing extra comfort.
• Polycarbonate shank.
• Corrosion-resistant metal eyelets.
• Norwegian cut.
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ALERTZ     SIN6155-11
Size: 4-14 & 4½-10½ Height:  8” / 20 cm
(Women: 2 sizes smaller) Width: W
Colour: Black (11)

BLITZ     S21990-11
Size: 4-16 & 4½-12½ Height:  8” / 20 cm
(Women: 2 sizes smaller) Width: W
Colour: Black (11)

Zip Kit YKK 
(S22077-11) included.

V4K CONSTRUCTION
STAINLESS
STEEL WET
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TILE DRY
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QUARRY TILE
OIL & WET

Test done by Satra on 

November 22, 2017
Test method for slip resistance:

EN ISO 13287: 2012 (Standard 0.30)0.840.77 0.641.09 0.460.75 0.310.28
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https://www.regence.ca/fr/
https://fr.stcfootwear.com/

