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• Synthetic PU and fabric upper.
• Lightweight, non-conductive composite toe 

with puncture-resistant plate.
• Breathable mesh lining with antimicrobial treatment.
• Removable Instant Comfort insole made 

of gel, PU and memory foam.
• TPU scuff resistant bumper toe increasing wear protection.
• Dual density outsole made of natural rubber 

and comfortable lightweight PU core.
• Padded tongue and collar for added comfort.
• Fiberglass shank.

• Chemtech waterproof microfi ber upper, resistant 
to animal fat, blood and most chemicals.

• Lightweight, non-conductive composite toe 
with puncture-resistant plate.

• Ventilated and anti-perspirant padded mesh with 
antimicrobial treatment to control odors.

• Removable Instant Comfort insole made 
of gel, PU and memory foam.

• Rubber scuff resistant bumper toe increasing wear protection.
• Dual density outsole made of natural rubber and lightweight PU core. 
• Padded tongue and collar for added comfort.
• Polymer eyelets.
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ELITE     S29089-11

Size: 4-14 & 8½-10½ Height: 4.75” / 12 cm

Colour: Black (11) Width: W

ELITE CONSTRUCTION STAINLESS
STEEL WET

QUARRY
TILE DRY

QUARRY
TILE WET

QUARRY TILE
OIL & WET Test done by Satra on 

February 7, 2022
Test method for slip resistance:

EN ISO 13287: 2019 (Standard 0.30)0.750.59 0.870.95 0.770.75 0.410.37

LADYFIT     S29080-11

Size: 5-12 & 5½-10½ Height: 4.25” / 10.8 cm

Colour: Black (11) Width: W

LADYFIT CONSTRUCTION STAINLESS
STEEL WET

QUARRY
TILE DRY

QUARRY
TILE WET

QUARRY TILE
OIL & WET Test done by Satra on 

December 5, 2023 
Test method for slip resistance:

EN ISO 13287: 2019 (Standard 0.30)0.870.66 0.840.90 0.790.78 0.430.41
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https://www.regence.ca/fr/
https://fr.stcfootwear.com/

