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OIL ANTISLIP

OIL ANTISLIP

• Waterproof nubuck leather upper with H2O Seal sealed seams.
• Steel toe protector and puncture-resistant insole.
• Breathable and abrasion resistant Cambrelle lining with antimicrobial 

treatment.
• 200 g Thinsulate insulation surrounding the foot.
• Removable Instant Comfort insole made of gel, PU and memory 

foam.
• 90° heel angle.
• TPU scuff resistant bumper toe increasing wear protection.
• Oil resistant lightweight PU outsole.
• Padded tongue allowing extra comfort.
• Corrosion-resistant metal eyelets.
• Polycarbonate shank.

• Waterproof nubuck upper with H2O Seal sealed seams.
• Steel toe protector and puncture-resistant insole.
• Breathable and abrasion resistant Cambrelle lining with antimicrobial 

treatment.
• Removable Instant Comfort insole made of gel, PU and memory 

foam.
• 90° heel angle.
• TPU scuff resistant bumper toe increasing wear protection.
• Oil resistant lightweight PU outsole.
• Padded tongue and collar for added comfort.
• Corrosion-resistant metal eyelets.
• Polycarbonate shank.
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ACROBAT     S21987-12
Size: 5-14 & 8½-10½ Height:  8” / 20 cm
(Women: 2 sizes smaller) Width: W
Colour: Tan (12)

MASTER     S22332-11, 12

Size: 4-14 & 8½-10½ (S22332-11, Black) Height: 8” / 20 cm
5-14 & 8½-10½ (S22332-12, Tan) Width: W
(Women: 2 sizes smaller)

Colour: Black (11)
            Tan (12)

BRUZER CONSTRUCTION
STAINLESS
STEEL WET

QUARRY
TILE DRY

QUARRY
TILE WET

QUARRY TILE
OIL & WET

Test done by Satra on 

November 10, 2017 
Test method for slip resistance:

EN ISO 13287: 2012 (Standard 0.30)0.580.58 0.660.73 0.510.51 0.370.36
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https://www.regence.ca/fr/
https://fr.stcfootwear.com/

