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COMPOSITE
PLATE OIL WATERPROOF NEOPRENE MANURE

CHEMICAL
RESISTANT ANTISLIP

• Waterproof natural rubber upper resistant to manure, oil and most 
chemicals.

• Insulating and comfortable neoprene lined boot with antimicrobial 
treatment.

• Steel toe protector and lightweight and non-conductive composite 
puncture-resistant plate.

• Fibreglass shank.
• Adherent, non-marking, stable and abrasion resistant natural rubber 

outsole.
• Can be worn with a Neo Sox.
• Offered with a removable insole.

• Waterproof natural rubber upper resistant to manure, oil and most 
chemicals.

• Insulating and comfortable neoprene lined boot with antimicrobial 
treatment.

• Steel toe protector and lightweight and non-conductive composite 
puncture-resistant plate.

• Fibreglass shank.
• Adherent, non-marking, stable and abrasion resistant natural rubber 

outsole.
• Net lined legs.
• Adjustment straps at the thigh.
• Can be worn with a Neo Sox.
• Offered with a removable insole.
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PROTECTO 2.0     A4135B-11 
Size: 3-15 Height: 15’’ / 38 cm
(Women: 2 sizes smaller) Width: M
Colour: Black (11)

PROTECTO HIP 2.0     A4148B-11 
Size: 6-13 Height:  29’’ / 73.7 cm
Colour: Black (11) Width: M

PROTECTO 2.0 CONSTRUCTION
STAINLESS STEEL

WET
QUARRY
TILE DRY

QUARRY
TILE WET

Test done by Satra on

September 6, 2022 

Test method for slip resistance:

EN ISO 13287: 20190.50.56 0.770.77 0.460.5
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https://chaussuresregence.sirv.com/G3E-A9077B11/G3E-A9077B11.spin
https://www.regence.ca/en/
https://en.actoncanada.ca/

