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COMPOSITE
PLATE OIL WATERPROOF ANTISLIP

OIL ANTISLIP

• Waterproof full-grain leather upper with triple sealed seams and 
integrated collar handles for quick donning.

• Steel toe protector and lightweight and non-conductive composite 
puncture-resistant plate.

• Breathable and abrasion resistant lining with antimicrobial 
treatment.

• Waterproof and breathable Sympatex membrane resistant to various 
pathogens.

• 200 g of Thinsulate insulation surrounding the foot.
• Removable Instant Comfort insole made of gel, PU and memory 

foam.
• Steel shank.
• Ultra-resistant anti-scuff bumper toe made from natural rubber for 

extra durability.
• Dual-density Vibram Megagrip Pro outsole made with a lightweight 

EVA core and oil-resistant natural rubber that provides a high level of 
grip on wet surfaces.

• GoodYear welt sole.
• Padded tongue and collar for added comfort.
• Corrosion-resistant metal eyelets.

• Waterproof nubuck leather upper with H2O Seal sealed seams.
• Steel toe protector and puncture-resistant insole.
• Breathable and abrasion resistant Cambrelle lining with antimicrobial 

treatment.
• 200 g Thinsulate insulation surrounding the foot.
• Removable, molded PU insole and anti-fatigue latex foam in the heel 

for extended comfort.
• 90° heel angle.
• Natural and robust rubber scuff resistant bumper toe increasing wear 

protection.
• Oil resistant PU outsole.
• Padded tongue allowing extra comfort.
• Norwegian cut.
• Corrosion-resistant metal eyelets.
• Steel shank.
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BLACKSMITH     S29057-12
Size: 5-15 & 8½-10½ Height: 8” / 20 cm
Colour: Brown (12) Width: W

BLACKSMITH CONSTRUCTION STAINLESS
STEEL WET

QUARRY
TILE DRY

QUARRY
TILE WET

QUARRY TILE
OIL & WET Test done by Satra on 

November 15, 2019
Test method for slip resistance:

EN ISO 13287: 2012 (Standard 0.30)0.690.60 1.131.14 0.580.63 0.280.27

HARDCORE     S21988-12
Size: 7-14 & 8½-10½ Height:  8” / 20 cm
Colour: Tan (12) Width: W

ALPHA CONSTRUCTION
STAINLESS
STEEL WET

QUARRY
TILE DRY

QUARRY
TILE WET

QUARRY TILE
OIL & WET

Test done by Satra on 

December 1st, 2017 
Test method for slip resistance:

EN ISO 13287: 2012 (Standard 0.30)0.840.66 0.990.74 0.520.43 0.290.22
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https://www.regence.ca/fr/
https://fr.stcfootwear.com/

