
COMPOSITE
TOE

COMPOSITE
PLATE WW OIL WATERPROOF INSULATED

ANTITORSION
OUTSOLE ANTISLIP

• 2 mm waterproof full grain leather upper with sealed seams.
• Scuff resistant PVC toe cap for increased wear protection.
• Lightweight and non-conductive composite toe and puncture-resistant plate.
• 1000 g Thinsulate insulation surrounding the foot.
• Internal soft, fl exible and comfortable Poron XRD Extreme Impact Protection 

metguard.
• Anti-torsion polypropylene insole integrated to the anti-perforation midsole and 

protector side support.
• Breathable and quick drying Cosmo Comfort Lunar lining with antimicrobial 

treatment.
• Waterproof and breathable Sympatex membrane.
• Removable multi-layered molded insulating insole (EVA, polyurethane foam 

and felt).
• Extra wide fi t for more room and comfort.
• Dual density outsole made of natural rubber and lightweight EVA core.
• Natural rubber 4Grip slip resisting outsole on frosted surfaces.
• High visibility refl ective inserts.
• Padded tongue and collar for added comfort.
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CANNONBALL     A9076-11  
Size: 7-14 & 8½-10½ Height:  8’’ / 20.4 cm
Colour: Black (11) Width: WW

BULLET CONSTRUCTION
STAINLESS STEEL

WET
QUARRY
TILE DRY

QUARRY
TILE WET

FROSTED
ICE

Test done by Satra on 

November 30, 2020 

Test method for slip resistance:

EN ISO 13287: 2012 (Standard 0.30)0.690.61 0.960.95 0.700.76 0.290.32
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https://chaussuresregence.sirv.com/G3E-A9077B11/G3E-A9077B11.spin
https://www.regence.ca/en/
https://en.actoncanada.ca/

