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OIL WATERPROOF

CHEMICAL
RESISTANT MANURE TRACTION

1990-2022
(1991)

OIL WATERPROOF

CHEMICAL
RESISTANT MANURE TRACTION

• Upper made of Acifort, a blend of PVC and nitrile 
rubber, providing additional protection against 
fuels, oils, acids, and various chemicals.

• Wear and cut resistant.
• Acifort (PVC) slip resisting and oil resistant outsole; with tread 

wear indicator to warn when it’s time for replacement.
• Antistatic.
• Removable insole.
• Wear and tear resistant.
• Snugfi t construction to eliminate heel slippage.

• Waterproof and heat resistant PVC upper used for handling 
dangerous chemicals, gas or biological hazards / waste.

• Steel toe and puncture-resistant plate.
• Removable insole.
• Ultragrip Sipe outsole designed for comfort and slip resistance.
• Meets the requirements of the NFPA 2016 standard 

on vapor-protective ensembles for hazardous 
materials emergencies, fl ash fi re certifi ed.
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JOBGUARD SOFT TOE    DNA0KL01-5
Size: 5-15 Height: 15" / 38 cm
Colour: Green (67) Width: W

HAZMAX 
STEEL TOE & MIDSOLE    D87012-15
Size: 6-15 Height: 16" / 40 cm
Colour: Green / Yellow (15) Width: W
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https://www.regence.ca
https://dfootwear.ca

